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1. Introduction

Congratulations on your purchase of a ADI-8 PRO. This hi-quality analog to digital and
digital to analog converter includes ADAT optical and TDIF-1 digital interfaces. It precisely
converts analog audio data into a digital data stream and into the format of your choice. New-
est circuit technology combined with latest integrated circuits result in a unique and outstanding
device, meeting highest quality standards. The ADI-8 PRO will excite you even after many
years of operation.

2. Supplied Contents
Please ensure that all the following parts are included in ADI-8 PRQO's packaging box:

ADI-8 PRO

Manual

Power cord

2 x 2m optical cable (TOSLINK)

3. Brief Description and Characteristics

The ADI-8 PRO is an 8-channel analog to digital and digital to analog converter in a 19"
rackmount enclosure of 1 U height. Latest 24 bit converters using 128 times oversampling re-
sult in more than 110 dB dynamic ratio. This value is not only printed in the brochure, thanks to
our Low Jitter Design it is available with every sold unit.

The servo balanced analog inputs and outputs are fitted with both D-sub (for optional XLR mul-
ticore) and 1/4" TRS jacks. The signal path from the jacks to the ADC is totally balanced. The
digital inputs and outputs are available at ADAT optical and TDIF-1 connectors.

One of the main issues when working with an AD-converter is to maintain the full dynamic ran-
ge within the best operating level. RME's ADI-8 PRO includes electronic switches of the
newest technology, which introduce no additional noise or distortion to the audio path and op-
erate as remote controlled level attenuators. Two switches on the front panel control all elec-
tronic switches of all channels for a perfect adaptation to the most often used levels -10 dBV
and +4 dBu. Each analog input has a 'Signal Ok' and 'Over' LED, so levels and Overload are
easy to check.

The AD-converter can provide internal clocks (44.1 and 48 kHz) at all digital outputs. The uni-
gue Intelligent Clock Control technology (ICC) enables a flexible operation with internal clock at
44.1 and 48 kHz, external word clock or the digital input signals. These options, also available
for the DA-conversion, are easy to understand and easy to use. The current state of locking
and clock synchronisation is shown by blinking or constant lit LEDSs.

The digital section of the ADI-8 PRQO includes two outstanding functions. Bit Split allows to
split one 24 bit signal to two 16 bit outputs. This technique allows for example to use two 8-
channel 16 bit tape recorders to record 8 channels in 24 bit resolution. Using Bit Combine will
put the splitted signals back to one full 24 bit signal. The method of splitting/combining is com-
patible to the method used by Yamaha in their digital mixing desk 02R, so the ADI-8 PRQO
can be used directly in 24 bit operation with this desk!

Furthermore the uniqgue Copy Mode allows to use the device completely in digital domain. Co-
py Mode routes the digital input to the digital outputs ADAT and TDIF. As these operate
simultaneously with identical data the ADI-8 PRQO not only turns into a superiour
ADAT/TDIF converter but also allows copying between devices of the same format and a dis-
tribution to different devices. In Copy Mode both Bit Split and Combine are also available, so
the functionality is boosted again. That's why we call our ADI-8 PRQO an Intelligent Audio
Solution.
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4. Technical Specifications

Power supply: Internal, 100-240 V AC, 30 Watts
Dimensions 483 x 44 x 205 mm
Weight: 2 kg

4.1 Analog Specs

AD

DA

Resolution AD: 24 bit

Signal to Noise ratio: 112 dB RMS unweighted, 116 dBA
THD: < -110 dB, < 0.00032 %

THD+N: < -102 dB, < 0.0008 %

Crosstalk: > 130 dB

Maximum input level AD: +19 dBu

Frequency response AD, -0.1 dB: 5 Hz — 21.5 kHz
Input Line: 1/4" TRS and 25 pin D-sub, servo balanced
Input impedance Line: 10 kOhm

Input sensitivity switchable: +4 dBu, -10 dBV, Hi Gain
Input level for 0 dBFS @ Lo Gain: +19 dBu / -1 dBV
Input level for 0 dBFS @ +4 dBu: +13 dBu

Input level for 0 dBFS @ -10 dBV: +2 dBV

Resolution DA: 24 Bit

Dynamic Range: 112 dBA (unmuted)

THD: < -104 dB, < 0.00063 %

THD+N: < -102 dB, < 0.0008 %

Crosstalk: > 110 dB

Maximum output level DA: +19 dBu

Frequency response DA, -0.1 dB: 5 Hz — 21.6 kHz
Output Line: 1/4" TRS and 25 pin D-sub, servo balanced
Output impedance Line: 47 Ohm

Output level switchable: Hi Gain, +4 dBu, -10 dBV
Output level at 0 dBFS @ Hi Gain: +19 dBu
Output level at 0 dBFS @ +4 dBu: +13 dBu
Output level at 0 dBFS @ -10 dBV: +2 dBV

4.2 Digital Specs

Super Low Jitter Design: < 4 ns word clock PLL, < 1 ns ADAT PLL, < 1 ns internal
Internal sample rates: 44.1 kHz, 48 kHz

Supported sample rates through word clock in: 27 kHz - 57 kHz

Internal resolution: 24 bit

Outputs: ADAT optical (24 bit), TDIF-1 (24 bit), word clock

Inputs: ADAT optical (24 bit), TDIF-1 (24 bit), word clock

Supported sample rates through ADAT In: 33 kHz - 57 kHz

Bit Split: 24 bit to 1 channel 16 bit and 1 channel 8 bit

Copy Mode: Direct 24 bit copying from ADAT to ADAT/TDIF and vice versa
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5. First Usage - Quick Start

The clearly structured front panel design ensures an easy start when working with the device
for the first time. Nevertheless we recommend to study at least the chapters 'Clock Section' and
'Copy Mode', as the extensive usage of format converter and clock options may result in some
behaviour that may require further explanation.

Connect the analog inputs with the analog signal source. Change the input sensitivity by press-
ing INPUT LEVEL until the input level is sufficient to avoid noisy operation. Try to achieve an
optimum input level by adjusting the source itself. Raise the input level until the Over LED's
flash at the loudest parts of the signal, then reduce the level a bit until no more overs are de-
tected.

The analog line inputs of the ADI-8 PRO can be used with +4 dBu and -10 dBV signals.
They are fitted with both D-sub (for an optional XLR multicore) and 1/4" TRS jacks. Both are
internally connected, so not operational at the same time. The electronic input stage is built in a
servo balanced design which handles monaural and stereo jacks correctly. When used unbal-
anced it automatically corrects the gain by 6 dB.

When switched on the ADI-8 PRQO starts in a default mode which should be suitable for
most applications:

AD-converter in master mode (CLOCK INTERNAL)
DA-converter in slave mode (CLOCK INPUT)
Sample rate 44.1 kHz

Input ADAT optical

On the DA-side you just have to choose the desired digital input by pressing DIGITAL INPUT. A
coarse correction of the analog output level can be done by pressing OUTPUT LEVEL.

Transferring digital data into a PCI bus equipped computer is best done using RME's digital
interface cards of the DIGI96® and Hammerfall® series. These hi-quality cards come with driv-
ers for all popular operating systems. They have a world wide reputation as ultimate solution for
master and multitrack tasks.
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6. Inputs and Outputs
6.1 Analog Inputs

The ADI-8 PRQO's back provides 8 (stereo) 1/4" TRS jacks and a 25 pin D-sub jack. Both
are internally connected, so not operational at the same time. The electronic input stage is built
in a servo balanced design which handles monaural and stereo jacks correctly. When used
unbalanced it automatically corrects the gain by 6 dB.

When using unbalanced cables with XLR jacks pin 3 of the cables jack should be connected
@_*} to pin 1 (ground). Otherwise noise may occur, caused by the unconnected negative input of
the ADI's balanced input.

The 25-pin D-sub connector follows the pinout known from devices manufactured by Tascam.
Refer to chapter 11 for a pinout listing. We do not recommend to make such a cable by your-
self, as it is extremely difficult to integrate 8 balanced lines into a small D-sub housing without
shorts. Your dealer will be glad to provide you with a professional Tascam multicore, D-sub to
XLR, made in the length of your choice.

One of the main issues when working with an AD-converter is to maintain the full dynamic
range within the best operating level. Because of this RME's ADI-8 PRO includes elec-
tronic switches of the newest technology, which introduce no additional noise or distortion to the
audio path. The key INPUT LEVEL allows a perfect adaptation for all 8 channels to the most
often used levels -10 dBV and +4 dBu.

Each analog input has a 'Signal Ok' and 'Over' LED, so levels and Overload of each channel
are easy to check. The green LED begins to light at -40 dBFS in an analog fashion (more bright
at higher levels). When this LED lights up only seldom or never the input level is too low, caus-
ing a noisy and distorted recording. The red LED lights up 2 dB before reaching maximum level
(-2 dBFS), to securely prevent overload of the analog input.

The 'standardized' studio levels do not result in a (often desired) full scale level, but take some
additional digital headroom into consideration. The amount of headroom is different in different
standards and again differently implemented by different manufacturers. Because of this we
decided to define the levels of the ADI-8 PRO in a most compatible way. The headroom of
the ADI-8 PRQO is defined according to the chosen reference level.

Reference 0dBFS @ Headroom
Lo Gain +19 dBu 15 dB

+4 dBu +13 dBu 9dB

-10 dBV +2 dBV 12 dB

At +4 dBu a headroom of 9 dB offers a problem-free operation with most devices and most
standards. At -10 dBV 12 to 15 dB headroom are common practice, each mixing desk operat-
ing at -10 dBV is able to send and receive much higher levels. Lo Gain allows to work with high
levels, best suited for professional users who prefer to work balanced and at highest levels.
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6.2 Analog Outputs

The 8 short circuit protected, low impedance and servo balanced line outputs are available as
(stereo) 1/4" TRS jacks and 25 pin D-sub jack. Both are internally connected, and - in contrary
to the inputs - can be used simultaneously. The electronic output stage is built in a servo bal-
anced design which handles monaural and stereo jacks correctly. When used unbalanced it
automatically corrects the gain by 6 dB.

The 25-pin D-sub connector follows the pinout known from devices manufactured by Tascam.
Refer to chapter 11 for a pinout listing. We do not recommend to make such a cable by your-
self, as it is extremely difficult to integrate 8 balanced lines into a small D-sub housing without
shorts. Your dealer will be glad to provide you with a professional Tascam multicore, D-sub to
XLR, made in the length of your choice.

To maintain an optimum level for devices connected to the analog outputs the ADI-8 PRO
includes electronic switches of the newest technology, which introduce no additional noise or
distortion to the audio path. The key OUTPUT LEVEL allows to change the output level of all 8
channels simultaneous to the most often used -10 dBV and +4 dBu.

Each analog output has its own 'Signal Ok' LED, so a signal at the analog outputs is visually
indicated. The green LED begins to light at -40 dBFS in an analog fashion (brighter at higher
levels).

As with the analog inputs the analog output levels do not follow any single standard, but are
designed to maintain a problem-free operation with most other devices. The headroom of the
ADI-8 PRAQA is defined according to the chosen reference level.

Reference 0dBFS @ Headroom
Hi Gain +19 dBu 15 dB

+4 dBu +13 dBu 9dB

-10 dBV +2 dBV 12 dB

At +4 dBu a headroom of 9 dB offers a problem-free operation with most devices and most
standards. At -10 dBV 12 to 15 dB headroom are common practice, each mixing desk operat-
ing at -10 dBV is able to send and receive much higher levels. Hi Gain results in maximum
level for professional users who prefer to work balanced and at highest levels.
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6.3 Digital Inputs

The ADI-8 PRO provides two digital inputs, both in ADAT optical and TDIF-1 format. In
normal operation only the MAIN inputs are used. When using more than the first 4 channels
PLUS activated COMBINE the AUX inputs also have to be used.

The key DIGITAL INPUT sets the desired input active.

The ADAT optical inputs of the ADI-8 PRQO are fully compatible with all ADAT optical out-
puts. RME's unsurpassed Bitclock PLL prevents clicks and drop outs even in extreme vari pitch
operation, and guarantees a fast and low jitter lock to the digital input signal. A usual TOSLINK
cable is sufficient for connection.

ADAT Main

Interface for the first or only device sending an ADAT signal to the ADI-8 PRO. Carries the
channels 1 to 8. When receiving a Bit Split signal this port carries the channels 1 to 4 (split into
16 bit and 8 bit).

ADAT AUX
Only necessary in COMBINE mode. Interface for the second device sending a Bit Split signal
to the ADI-8 PRQO. Carries the channels 5 to 8 (split into 16 bit and 8 bit).

The TDIF-1 connectors of the ADI-8 PRO are fully compatible with all devices offering
such an interface, for example DA-38 and DA-88. A low jitter PLL ensures best playback sound
quality and reliable operation. RME's exclusive SyncCheck verifies synchronous operation
when using both TDIF ports. The connection is done through a special TDIF cable, available at
your local dealer (Tascam part number PW-88D).

TDIF Main
Interface for the first or only device with a TDIF-1 interface. Carries the channels 1 to 8. When
receiving a Bit Split signal this port carries the channels 1 to 4 (split into 16 bit and 8 bit).

TDIF AUX
Only necessary in COMBINE mode. Interface for the second device sending a Bit Split signal
to the ADI-8 PRQO. Carries the channels 5 to 8 (split into 16 bit and 8 bit).

General hints on TDIF operation

TDIF and word clock

When the ADI-8 PRQO is slave no additional word clock connection is necessary. In case
DA88 and/or DA38 are slave the word clock output of the ADI-8 PRQO has to be connected
to the word clock input of the first (master) recorder. When using more than one recorder a
special sync cable (Tascam part number PW-88S) is needed.

Emphasis

The TDIF interface and the DA-converters of the ADI-8 PRO support Emphasis. Please
note that an Emphasis indication will not be stored or processed on the sound when doing digi-
tal transfers between TDIF and ADAT, because the ADAT standard does not include Emphasis.
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6.4 Digital Outputs

The ADI-8 PRO provides two digital outputs, both in ADAT optical and TDIF-1 format. In
normal operation only the MAIN outputs are used. When using more than the first 4 channels
PLUS activated COMBINE the AUX outputs also have to be used.

TDIF and ADAT optical outputs always operate simultaneously and carry the same audio data.
As long as BIT SPLIT isn't activated MAIN and AUX also operate simultaneously and carry the
same audio data. With this it is possible to distribute the output signal to two devices of the
same format. When using all connectors the ADI-8 PRO is able to feed up to 4 devices (2
x ADAT, 2 x TDIF).

The ADAT optical outputs of the ADI-8 PRQO are fully compatible to all ADAT optical in-
puts. A usual TOSLINK cable is sufficient for connection.

ADAT Main

Interface for the first or only device receiving an ADAT signal from the ADI-8 PRO. Carries
the channels 1 to 8. When sending a Bit Split signal this port carries the channels 1 to 4 (split
into 16 bit and 8 bit).

ADAT AUX

Copy of the data at the MAIN output. In BIT SPLIT mode: Interface for the second device re-
ceiving a Bit Split signal from the ADI-8 PRQO. Carries the channels 5 to 8 (split into 16 bit
and 8 bit).

The TDIF-1 connectors of the ADI-8 PRQO are fully compatible to all devices with such an
interface, for example DA-38 and DA-88. The connection is done through a special TDIF cable,
available at your local dealer (Tascam part number PW-88D).

TDIF Main
Interface for the first or only device with a TDIF-1 interface. Carries the channels 1 to 8. When
sending a Bit Split signal this port carries the channels 1 to 4 (split into 16 bit and 8 bit).

TDIF AUX

Copy of the data at the MAIN interface. In BIT SPLIT mode: Interface for the second device
receiving a Bit Split signal from the ADI-8 PRQO. Carries the channels 5 to 8 (split into 16
bit and 8 bit).

General hints on TDIF operation

TDIF and word clock

When the ADI-8 PRQO is slave no additional word clock connection is necessary. In case
DA88 and/or DA38 are slave the word clock output of the ADI-8 PRQO has to be connected
to the word clock input of the first (master) recorder. When using more than one recorder a
special sync cable (Tascam part number PW-88S) is needed.

Emphasis

The TDIF interface and the DA-converters of the ADI-8 PRO support Emphasis. Please
note that an Emphasis indication will not be stored or processed on the sound when doing digi-
tal transfers between TDIF and ADAT, because the ADAT standard does not include Emphasis.
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7. Clock Section

The ADI-8 PRQO provides an outstanding clock section with professional features you won't
find anywhere else. The unique Intelligent Clock Control (ICC) enables a flexible operation with
internal clock (44.1 and 48 kHz), external word clock or the digital input signals. These options
are easy to understand and easy to use thanks to a clear display of the corresponding lock and
sync state.

A/D

The clock source of the AD-converter can be Internal (quartz crystal), External (BNC word
clock) and Input (the digital input signal TDIF or ADAT). Internal 44.1 kHz or 48 kHz sample
rate is available.

D/IA
The same options are available for the DA-converter.

The key DIGITAL INPUT determines the digital input being used and the clock source in case
INPUT was activated before.

As not all combinations of clock settings make sense some of them are blocked. The limita-
@_*} tions mainly affect TDIF operation and the setting Clock D/A INTERNAL.

Please note that the D/A key has priority. In case an allowed combination can't be set simply
press the D/A key, set A/D as desired, and set D/A back to its last state.

The Lock state of the ADI-8 PRQO is indicated by a blinking (error) or constantly lit (Ok)
EXT. or INPUT LED in the Clock section.

Clock Mode D/A Internal

Clocking the DA-converter from the internal quartz crystal is propably the most outstanding
feature of the ADI-8 PRO. This technique provides simply the best sound quality, as the
internal clock has very low jitter, so that the DA-converters can achieve the highest signal to
noise ratio and lowest distortion.

The setting Clock D/A INTERNAL requires a synchronous operation of all devices. To guar-
@_*} antee this the external device connected to the ADI-8 PRO has to synchronize itself to
the clock from the word clock out or ADAT/TDIF out of the ADI-8 PRO.

The ADI-8 PRQO has to be master, all attached devices slave. To prevent a not better but
worse sound quality caused by imperfect or even no synchronisation a special method called
SyncCheck compares the synchronicity of the incoming data with the internal clock of the
ADI-8 PRQO. The actual state is indicated by a blinking (error) or constantly lit (Ok) ADAT
or TDIF LED in the DIGITAL INPUT section.

In clock mode D/A INTERNAL the clock choices EXTERNAL and INPUT of the AD-section do
not make sense, as the clock at the digital output has to be synchronous to the internal clock.
Therefore A/D INTERNAL is automatically activated and cannot be changed.
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8. Special Functions

8.1 Bit Split

Especially digital tape recorders are often limited to 16 bit resolution. To use the complete dy-
namic range of the ADI-8 PRQO with such devices the functions BIT SPLIT and COMBINE
were integrated. This technique is a simple but effective solution, differently used by several
manufacturers.

The method used in the ADI-8 PRO is compatible to the one used by Yamaha in their digi-
tal mixing desk 02R, so the ADI-8 PRQO can be used directly in 24 bit operation with this
desk. Additional the COPY MODE (see chapter 8.2 Copy Mode) allows an operation of BIT
SPLIT and COMBINE in digital domain. This allows to use the ADAT inputs of the 02R with full
24 bit resolution (normally limited to 20 bit).

BIT SPLIT divides the 24 bit signal into a 16 bit and an 8 bit signal. When recording on 16 bit
machines two tracks are required for each channel, an 8 track machine will record 4 channels.
To transmit all 8 channels of the ADI-8 PRO two digital interfaces (16 tracks) are provided
and have to be used.

On the rear of the ADI-8 PRQO two ports of each TDIF and ADAT format named MAIN and
AUX can be found.

When BIT SPLIT is active the analog ins are processed to the digital outs as shown below:

Input 1 2 3 4 5 6 7 8
Output 1/5 2/6 3/7 4/8 1/5 2/6 3/7 4/8
Port MAIN MAIN MAIN MAIN AUX AUX AUX AUX

As long as not more than the first 4 channels are used only the MAIN output is necessary. It
makes no sense to connect AUX as it carries no data. When using inputs 5-8 the AUX output
also has to be used and carries the data of inputs 5-8.

8.2 Combine

COMBINE is the reverse function of BIT SPLIT, putting split signals back together according to
the upper table. Again: As long as not more than the first 4 channels are used only the MAIN
input is necessary. The AUX input has to be used to receive channels 5-8.

As COMBINE is fed from digital inputs a function to verify lock and synchronicity is required.
The lock state of the MAIN input is indicated as usual by the LEDs of the Clock DA section. The
input AUX has its own lock/sync LED at the key COMBINE. This LED operates in a slightly
different way as it indicates both Lock and Sync state.

As long as no signal is found at the AUX input the SYNC LED will be off. When a valid signal

@ is fed the LED begins to flash (lock state). When the data received is synchronous to the
data at the input MAIN the LED will stay lit (lock+sync state). This securely indicates and
prevents audio errors in COMBINE mode.
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8.3 Copy Mode

The function COPY MODE turns the ADI-8 PRO into an outstanding ADAT/TDIF and
TDIF/ADAT format converter, a digital patchbay, a signal distributor and a digital 16/24 bit con-
verter.

When COPY MODE is active the digital input signal of the DA-converter is routed directly to
the digital outputs of the AD-converter. The AD-converter can't be used anymore. That's why
the complete AD clock section will also be disabled. All LEDs of the AD-section (INPUT LEVEL,
OK, OVR, INPUT, EXT., INT.) will be off. BIT SPLIT is still available (see below). The digital
input signal is also available at the analog outputs for monitoring purposes.

In Copy mode the digital input is set by the key DIGITAL INPUT, the output signal shows up at
ADAT out and TDIF simultaneous. This allows to convert a signal from ADAT optical to TDIF-1
or vice versa. Additional it is possible to copy the input signal directly to a device of the same
format, without the need of changing connectors or cables.

As long as BIT SPLIT isn't activated MAIN and AUX also operate simultaneous and carry the
same audio data. With this it is possible to distribute the output signal to two devices of the
same format. For example an ADAT optical signal can be distributed to 2 ADAT and 2 TDIF
devices.

In Copy Mode both BIT SPLIT and COMBINE are available, so besides direct copy and format
conversion between ADAT optical and TDIF it is also possible to recombine a split signal while
copying, or split a not split signal, or recombine and split again into another format.

When BIT SPLIT is activated the distribution/copying within one format is not available, as
MAIN and AUX carry different data.

Emphasis

The TDIF interface and the DA-converters of the ADI-8 PRO support Emphasis. Please
note that an Emphasis indication will not be stored or processed on the sound when doing digi-
tal transfers between TDIF and ADAT, because the ADAT standard does not include Emphasis.
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9. 16 bit Operation and Dither

Thanks to BIT SPLIT and COMBINE the ADI-8 PRQO preserves full 24 bit resolution even
when working with 16 bit devices. It may happen that the actual recording situation does not
allow a usage of BIT SPLIT/COMBINE. Whenever copying 20-bit or 24-bit digital audio to a 16-
bit medium, the word length is reduced by discarding the lower bits. This truncation causes
distortion at the low-level components of the signal.

To combat this ‘quantisation distortion’, noise at a level corresponding to the least-significant bit
- or below - is added to the signal before truncation, randomly modulating the signal. This proc-
ess is called ‘dithering’.

Accomplishing dither in a totally FPGA-based device such as the ADI-8 PRO requires a
great deal of time and effort. And in most cases it can be dispensed with altogether. If you
would like to know more about this view (which some might consider provocative), please read
the Tech Info ‘Dither ADI-1 / ADI-8 PRO: Remarks about the Need for Dither’ on our website.

To summarize: External dithering is unnecessary if the sum of noise from the source as well as
from the A/D converter is above a certain threshold. And when using DC-free AD-converters
truncating signals outside the 16-bit range does not cause them to disappear altogether, but
only changes their levels slightly.

A common misconception is an 'analog’ way of thinking projected into the digital domain - that
by discarding the least significant bits, any low-level components of a signal would be lost. The
noise floor of a 24-bit signal at -112 dBFS would disappear completely when converted to 16-
bit, digital zero would be the result. This is wrong. All parts of the signal which were originally
below -96 dB will still be present in the 16-bit version (FFT proves this), but not at the original
levels. In the early days of the digital era, A/D converters were DC-ridden, and parts of the
signal really could be lost. However, the converter chips used in the ADI-8 PRO include
DC filters and automatic calibration, eliminating any DC offset.

Dither is used when reducing the word length from 24 to 20 or 16 bit. So the only case where
Dither makes sense in the ADI-8 PRO is recording directly onto a 16 bit medium. Apart
from the above notes, there are other good reasons why you can safely do without dither in the
ADI-8 PRO:

Transferring to 20-bit (such as ADAT XT or O2R) does not require dither, as the maximum
dynamic range of the ADI-8 PROQO is ‘only’ 18.6 bit (or 112 dB), so there is no loss in a
20-bit (120 dB) system.

Tascam DA-38 or 98 owners can use the (often overlooked) built-in dither functions (please
refer to the respective manuals).

Transfering data to a computer can be done in 20 or 24-bit word length. Dither then is added
at the very end of the chain, i.e. after all editing and mixing has been done.

The dynamic range of the recorded signal source has to be far above 100 dB - but this is
seldom the case in real life situations, caused by the relatively large portion of noise your
sources suffer from.

To avoid any misconception: We are not saying that external dither is altogether pointless.
Even the ADI-8 PRQO could benefit from sophisticated dither or noise-shaping when trans-
ferring data to 16-bit media in some cases. In reality however, DC-free converters and limita-
tions posed by real recording environments negate any advantages that dither might bring.
Dither is most helpful at the end of the recording chain, at mastering down to 2 tracks and 16
bit.
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10. Controls and Connectors

Front

AD-Converter Clock Section

ST T | - e 8GO eEDSS

2E 3 a mn B 7§ &

Select Level Indication Bit Split Clock Section AD and DA
Input Level OK =-40 dBFS INPUT= Digital input signal

+4 dBu, -10 dBV OVR= Overload EXT.= Word clock signal
Lo Gain INT.= Quarz 44.1 or 48 kHz

DA-Converter

CaSiTal, NPT = oSy hWACIDE OLITRUT STATE

m Y E LN

il d S B 78

Digital input COMBINE Copy Mode Signal OK Select On/Off
TDIF or ADAT AUX Sync -40 dBFS Output level Power
Hi Gain,

+4 dBu, -10 dBV

Rear

Word Clock  Digital Outputs Digital Inputs Word Clock
out ADAT TDIF TDIF ADAT In

Power Line Qutputs Line Qutputs Line Inputs Line Inputs
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11. Connector Pinouts

D-Sub analog input / output

The 25 pin D-sub connectors of analog input and output are wired as shown in this table:

Channel [ 1+ | 1- | 2+ [ 2- | 3+ | 3- | 4+ | 4- [ 5+ |5 |6+ | 6- |7+ | 7-|8+] 8-
D-sub 24 11211023 [21| 9 7 120118 | 6 4 117 115] 3 1|14

GND is connected to pins 2, 5, 8, 11, 16, 19, 22, 25. Pin 13 is unconnected.

D-Sub TDIF-1

The 25 pin D-sub connectors are wired according to TDIF-1, version 1.1:

Signal [ Out Out Out Out Out Out Out Out
1/2 3/4 5/6 7/8 |LRCK |EMPH| FSO | FS1
D-sub 1 2 3 4 5 18 6 19
Signal In In In In In In In In
FS1 FSO |EMPH|LRCK | 7/8 5/6 3/4 1/2
D-sub | 20 8 21 9 10 11 12 13

GND is connected to pins 7, 14, 15, 16, 17, 22, 23, 24, 25.

TRS-jacks of analog input / output

The stereo ¥4 TRS jacks of the analog inputs and outputs are wired according to international
standards:

Tip = + (hot)
Ring = — (cold)

The servo balanced input and output circuitry allows to use monaural TS jacks (unbalanced)
with no loss in level. This is the same as when using a TRS-jack with ring connected to ground.
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12. Block diagram
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13. Warranty

Before shipping each ADI-8 PRO is tested by RME in a complete test sequence. Using
only the best hi-grade components allows us to offer two years of warranty. The copy of the
sales receipt or the Bill of Sale is your warranty legitimation.

In case of any error or defect please contact your local dealer. The warranty does not cover
damage due to abuse, incorrect installation or incorrect handling.

RME’s liability is limited to the repair or the replacement of the product, and does in no way
include the liability for incidental or consequential damages resulting from using the ADI-8
PRO.

14. Appendix
RME news and further information on our products can be found on our website:

www.rme-audio.com

Manufacturer:
Elektronischer Geratebau Mittweida, Goethestr. 22, D-09648 Mittweida

Trademarks

All trademarks and registered trademarks belong to their respective owners. RME, SyncAlign,
DIGI96, ZLM, Hammerfall and SyncCheck are registered trademarks of RME Intelligent Audio
Solutions. Intelligent Clock Control is a trademark of RME Intelligent Audio Solutions. Alesis
and ADAT are registered trademarks of Alesis Corp. ADAT optical is a trademark of Alesis
Corp. TDIF is a trademark of TEAC Corp.

Copyright O Matthias Carstens, 06/2001. Version 1.9
This manual is valid for all devices manufactured since September '99, serial number #8P19993501 or higher.

All entries in this User’s Guide have been thoroughly checked, however no guarantee for correctness can be given. RME
cannot be held responsible for any misleading or incorrect information provided throughout this manual. Lending or copying
any part or the complete manual or its contents as well as the software belonging to it is only possible with the written per-
mission from RME. RME reserves the right to change specifications at any time without notice.
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CE

This device has been tested and found to comply with the limits of the European Council Direc-
tive on the approximation of the laws of the member states relating to electromagnetic com-
patibility (EMVG) according to EN 55022 class B and EN50082-1.

FCC Compliance Statement

Certified to comply with the limits for a Class B computing device according to subpart J or part
15 of FCC rules. See instructions if interference to radio reception is suspected.

FCC Warning

This equipment has been tested and found to comply with the limits for a Class B digital de-
vice, pursuant to part 15 of the FCC rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation.

This device complies with part 15 of FCC rules. Operation is subject to the following two condi-
tions:

1. This device may not cause harmful interference
2. This device must accept any interference received, including interference that may cause
undesired operation.

However, there is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be de-
termined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

Reorient or relocate the receiving antenna

Increase the seperation between the equipment and receiver

Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected

Consult the dealer or an experienced radio/TV technician for help.

In order for an installation of this product to maintain compliance with the limits for a Class B
device, shielded cables must be used for the connection of any devices external to this prod-
uct.
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